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1. CONDUIT END CAP TO BE PRESS FITTED (NO ADHESIVE). 2, — 5- =z
= =< —
2. CONDUIT TO EXTEND 2-3 IN. INTO HANDHOLE. g Ll Ll Lol L Lo = o
o = = = = = w =
3. FOR 3 PVC CONCRETE ENCASED IN TRENCH DETAIL, SEE SHEET EI-110. = e = HDHH LOCATED
FOR HANDHOLE DETAIL, SEE SHEET EI-106. i <t <C <C < / IN MAINLINE
- MEDTA
4, THE 2" GALVANIZED STEEL CONDUIT BETWEEN MAINLINE DETECTOR HANDHOLES — - - AS ;H%W?\;H%UELRDE:FEAN
IS TO BE INSTALLED IN STAGES AS THE PAVEMENT IS BUILT. DURING THE MAGNETO-INDUCTIVE VEHICLE SENSORS, CENTERED IN LANE (TYP.), BY OTHERS —- (SEE SHEET E1-116)
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STAGES, THE REMAINING PORTIONS OF CONDULT ARE TO BE INSTALLED AND 2" CONDUIT TO CONTROLLER LEAD 2 2 2 GF— ¢ LEAD/ 2" CONDUIT (WHERE
CONNECTED TO CONDUIT INSTALLED IN PREVIOUS STAGES (AND CAPPED A i | BVC END CAP (TYP.) (NOTE 1) —— SHOWN IN THE A
FOR FUTURE CONNECTION WHERE APPLICABLE). WHEN THE ENTIRE RUN " ! , : PLANS) -
OF CONDUIT BETWEEN HANDHOLES IS INSTALLED AND CONNECTED, THE \ N 5 $ i S e 3 °
CONTRACTOR SHALL CLEAN THE ENTIRE LENGTH OF CONDUIT TO REMOVE ; : : : :
ANY DEBRIS. 2" CONDUIT (WHERE ! ! \ :
i i 9 -
5. THE TWO SECTIONS OF 3" PVC CONCRETE ENCASED DETECTOR CONDUIT SHOWN IN THE PLANS) i ’ i 2v CONDUIT BETWEEN DETECTOR HANDHOLES
ARE TO BE INSTALLED IN STAGES AS THE PAVEMENT IS BUILT. IN SOME : (NOTE 4 :
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THIS OCCURS (SEF LIST BELOM), THE CONDULT INSTALLED IN T OR BEHIND PAVED SHOULDER AS SHOWN PER PLAN (SEE SHEET EI-110) | ]
INSTALLED IN THE FIRST STAGE (SEE SHEET EI-110A). THE ALIGNMENT | MAGNETO LEADZIN TO HOME RUN CABLE SPLICE PT., BY CONTRACT 62583 1 CTA
OF CONDUIT INSTALLED IN THIS TWO-STAGE MANNER SHALL NOT | ! ! i}
DEVIATE IN ANY DIRECTION MORE THAN 1/4 IN. PER FT ACROSS THE / i [ | /IZNNSDTAW&%%% mag%nﬁoﬂ,ﬁfﬁETF[.)EETPELCATNOSR)
. | ]
— § \\‘¥ MAGNETO DELIVERY/HOLDER DEVICE (CARRIERS), (TYP., BY CONTRACT 62583 — N
DETECTOR STATIONS BUILT IN THREE STAGES / ! " CONCRET - . " -
CONTRACTOR SHALL FINISH INSTALLATION OF 3" WLERE i 37 PYC CONCRETE ENCASED IN TRENCH 217 +/- 3 BELOW SURFACE (TYP.) (NOTE 5) (WHERE N D LOCATED
STA 2216+00: STAGE 1 = LANES 4, 5, STAGE 1A = LANE 3, STAGE 3 = LANES 1,2 PVYC CONDUIT WITH LANDSCAPE FABRIC INSTALLED SHOWN i ! ! ! ! SHOWN IN MATNLINE
STA 2264+69: STAGE 1 = LANES 4, 5 STAGE 2 = LANE 3, STAGE 3 = LANES 1,2 i U AR PLANS) i ! ! : PLANS) (WHERE SHOWN IN
STA 2299+45: STAGE 1 = LANES 4, 5, STAGE 2 = LANE 3, STAGE 3 = LANES 1.2 . HERS) i ! i | THE PLANS)
i ! ! ‘ (SEE SHEET EI-110)
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